EFO WAND

Superior Electrical Material

Properties Iridium Platinum alloys
Melting point (°C) 2446 1769
Boiling Point (°C) 4428 3827
Electrical resistivity at RT (uQ2-cm) 5.4 10.8
Thermal conductivity at RT (W/m-k) 59 72
b The tips of our EFO wands come in Iridium, Platinum, or Iridium alloy,

offering up to 2X the lifespan of steel alternatives.

b Millice performs an initial aging process for our EFO wands, ensuring
consistent and reliable flame performance from the start.

B Each tip is inspected for optimal connectivity between the head and
body, guaranteeing dependable performance.

EFO Wand

The tip has 2 types of shapes: cone and sphere. The tips of EFO wands are
polished based on decades of experience. So it always makes the spark in the
same direction from the same point.

(\ +65 6552 7211 N info@imagetransforms.com



Name

EFO Wand1

EFO Wand2

EFO Wand3

EFO Wand4

EFO Wand5

EFO Wand?

EFO Wand7-
02

EFO Wand?

EFO Wand10

EFO Wand11

EFO Wand12

EFO Wand13

EFO Wand14

EFO Wand15

EFO Wand17

EFO Wand18

P/N Machine Specifications

For Global

D19- Customers

18C60-900

For Global

Di7- Customers
18C61-900

KnS: :
iy S: 8028, 8020

19C62-500 . - e

ASM: Eagled0 lhawk
Atreme
ABS08x380

Kaijo

D19-
19C63-900

D19-
18C464-900

B19- KnS: lconn Connx

18C62-900

i |
D19.21401. KnS: lconn Connx

00

Kaijo: FBY00 FB?10

444-18B08- E18

200

ASM: Eagleb0

P17 lcdified {LED) -
19C68-900 '

A
D19-19701- Al pRags

200

: I
519-19801. ASM: Eagle Xtreme

200

519- ASM: Eagle Xtreme

19C01-900

ASM: Eagle Xtreme

D19-24041- GOCUI 0.5

200

ASM: Eagle Xtreme

019-25042- GOCUI 0.5

700

KS: lconn Connx

D19-26010-
CONNEX
700

1.0mm EFO Wand

D19-21406- ASM 383

700

(. +656552 7211

N info@imagetransforms.com

Surface

| —

| —

JUGRARUDEARR N




